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Magnetic 
Circuit Breakers

High Voltage Circuit Breakers

Rocker Switch 
Circuit Breakers

High Current Circuit Breakers

Panel Mount Rocker
Circuit Breakers

The A-Series hydraulic/magnetic circuit
breakers are compact and temperature stable
designed for precision operation in OEM
markets requiring general purpose as well as
full load amp applications.
Specifications:  • 10,000 ON-OFF operations @
6 per minute; with rated current and voltage.
All operating actuator moves positively to the
OFF position when an overload causes the
breaker to trip  • Operating Temperature: -40°C
~ 85°C

.250
QC

.755

1.64
.130

ON

OFF

Line

Load

1.56

2.00

2.00

World Market Circuit Breakers

DIN Rail Mount
Circuit Breakers

Thermal Circuit
Breakers

The C-Series hydraulic
/magnetic circuit breakers
are designed for those
applications requiring higher
amperage and voltage hand-
ling capability in a smaller
package. The C-Series
UL489 circuit breakers em-
ploy a unique arc chute de-
sign which results in ob-
taining higher interrupting
capacities, up to 10,000
amps. 

The B-Series hydraulic/magnetic circuit
breakers are compact and temperature
stable designed for precision operation in
OEM markets requiring general purpose
as well as full load amp applications.
These circuit breakers are designed spec-
ifically for world market applications re-
quiring extra insulation and tongue and
groove half-shell constructions.
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The D-Series hydraulic/magnetic circuit breakers are similar to the C-Series
circuit breakers, but designed for snap-on-back panel rail mounting on either
a 35mm x 7.5 or 15mm Symmetrical Din Rail.
It features recessed, wire-ready, touch-proof, shock resistant terminals,
suitable for automatic screwdriver assembly. Use American Electrical Din Rail
series ADR3575 or ADR3515.
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Front and back mounting,
screw terminals or heavy
duty box wire connectors

Specifications: • Maximum
Voltage: 600VAC or 125
VDC
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The M-Series miniature magnetic circuit breakers are designed for those
demanding applications where space, aesthetics and snap-in front panel
mounting are important. “Wiping” contact design insures long term reliability.
Black body with black actuator with white lettering. Specifications: • Maxi-
mum Voltage: 250VAC or 65VDC  • Operating Temperature: -40°C ~ 85°C

The CMB and CLB Series are compact, single pole, push-to-reset thermal
circuit breakers designed to protect equipment.
Specifications:  • CLB Series comes with push-to-reset disk  • Dielectric
Strength: 1500 VAC/ 1 minute  • Interrupting capacity: 1000 amps  • Resettable
overload capacity: 10 x rated current  • Insulation Resistance: 100M Ω • Oper
ating Temperature: -10°C ~ 60°C  • Voltage drop: <0.25V  • Mounting
hardware included on CLB only
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Current Digi-Key Price Each Carling Technologies
Amps Part No. 1 10 25 Part No.

10 432-1000-ND 21.32 16.40 11.48 AA1-B0-34-610-3B1-C
15 432-1001-ND 21.32 16.40 11.48 AA1-B0-34-615-3B1-C
20 432-1002-ND 21.32 16.40 11.48 AA1-B0-34-620-3B1-C
30 432-1003-ND 21.32 16.40 11.48 AA1-B0-34-630-3B1-C
10 432-1004-ND 24.49 18.84 13.19 AC1-B0-34-610-131-D
15 432-1005-ND 24.49 18.84 13.19 AC1-B0-34-615-131-D
20 432-1006-ND 24.49 18.84 13.19 AC1-B0-34-620-131-D
30 432-1007-ND 24.49 18.84 13.19 AC1-B0-34-630-131-D

Current Digi-Key Price Each Carling Technologies
Amps Part No. 1 10 25 Part No.

10 432-1016-ND 24.70 19.00 13.30 CA1-B0-34-610-121-D
15 432-1017-ND 24.70 19.00 13.30 CA1-B0-34-615-121-D
20 432-1018-ND 24.70 19.00 13.30 CA1-B0-34-620-121-D
30 432-1019-ND 24.70 19.00 13.30 CA1-B0-34-630-121-D
10 432-1020-ND 41.66 36.46 31.25 CA2-B0-34-610-121-D
15 432-1021-ND 41.66 36.46 31.25 CA2-B0-34-615-121-D
20 432-1022-ND 41.66 36.46 31.25 CA2-B0-34-620-121-D
30 432-1023-ND 41.66 36.46 31.25 CA2-B0-34-630-121-D

Current Digi-Key Price Each Carling Technologies
Amps Part No. 1 10 25 Part No.

50 432-1036-ND 29.28 22.53 15.77 EA1-B0-24-650-12A-CC
100 432-1037-ND 33.92 26.09 18.27 EA1-B0-24-810-32C-DC

Current Digi-Key Price Each Carling Technologies
Amps Part No. 1 10 25 Part No.

3 432-1124-ND 2.07 1.60 1.12 CTB-B-B-03
4 432-1125-ND 2.07 1.60 1.12 CTB-B-B-04
5 432-1126-ND 2.07 1.60 1.12 CTB-B-B-05
7 432-1127-ND 2.07 1.60 1.12 CTB-B-B-07
8 432-1128-ND 2.07 1.60 1.12 CTB-B-B-08
9 432-1129-ND 2.07 1.60 1.12 CTB-B-B-09
10 432-1130-ND 2.07 1.60 1.12 CTB-B-B-10
12 432-1131-ND 2.07 1.60 1.12 CTB-B-B-12
15 432-1132-ND 2.07 1.60 1.12 CTB-B-B-15

Cur-
rent Digi-Key Price Each Carling Technologies

Amps Part No. 1 10 25 Part No.
Angled Actuator

5 432-1038-ND 18.83 14.49 10.14 MA1-B-34-450-1A26-B-C
10 432-1039-ND 18.83 14.49 10.14 MA1-B-34-610-1A26-B-C
15 432-1040-ND 18.83 14.49 10.14 MA1-B-34-615-1A26-B-C
20 432-1041-ND 18.83 14.49 10.14 MA1-B-34-620-1A26-B-C
25 432-1042-ND 18.83 14.49 10.14 MA1-B-34-625-1A26-B-C

Flat Actuator
15 432-1045-ND 18.83 14.49 10.14 MB1-B-34-615-1A26-B-C

Current Digi-Key Price Each Carling Technologies
Amps Part No. 1 10 25 Part No.

3 432-1048-ND 2.29 2.01 1.72 CLB-033-11-B-3-A-B-A
4 432-1049-ND 2.49 2.18 1.87 CLB-043-11-B-3-A-B-A
5 432-1050-ND 2.29 2.01 1.72 CLB-053-11-B-3-A-B-A
6 432-1051-ND 1.90 1.67 1.43 CLB-063-11-B-3-A-B-A
10 432-1053-ND 1.42 1.25 1.07 CLB-103-11-B-3-A-B-A

15 432-1056-ND 1.63 1.43 1.23 CLB-153-11-B-3-A-B-A
20 432-1057-ND 1.77 1.56 1.33 CLB-203-11-B-3-A-B-A
25 432-1058-ND 1.77 1.56 1.33 CLB-253-11-B-3-A-B-A
30 432-1059-ND 1.77 1.56 1.33 CLB-303-11-B-3-A-B-A
35 432-1060-ND 2.21 1.94 1.66 CLB-353-11-B-3-A-B-A

40 432-1061-ND 2.21 1.94 1.66 CLB-403-11-B-3-A-B-A
3 432-1062-ND 2.42 2.12 1.82 CMB-033-11-C-3-N-B-A
4 432-1063-ND 2.21 1.94 1.66 CMB-043-11-C-3-N-B-A
5 432-1064-ND 2.21 1.94 1.66 CMB-053-11-C-3-N-B-A
7 432-1066-ND 1.60 1.40 1.20 CMB-073-11-C-3-N-B-A

10 432-1067-ND 1.27 1.12 .96 CMB-103-11-C-3-N-B-A
12 432-1068-ND 1.27 1.12 .96 CMB-123-11-C-3-N-B-A
15 432-1071-ND 1.13 .99 .85 CMB-153-11-C-3-N-B-A
16 432-1072-ND 1.31 1.15 .98 CMB-163-11-C-3-N-B-A
20 432-1073-ND 1.19 1.05 .90 CMB-203-11-C-3-N-B-A

Mounting Nut for CMB Series

— 432-1123-ND .13 .11 .08 8T1-E-113

Cur-
rent Digi-Key Price Each Carling Technologies

Amps Part No. 1 10 25 Part No.

5 432-1024-ND 17.79 15.57 13.35 DA1-B0-34-450-121-C
20 432-1027-ND 28.91 22.24 15.57 DA1-B0-34-620-121-C

Current Digi-Key Price Each Carling Technologies
Amps Part No. 1 10 25 Part No.

10 432-1008-ND 19.75 15.19 10.64 BA1-B0-34-610-121-D
15 432-1009-ND 19.75 15.19 10.64 BA1-B0-34-615-121-D
20 432-1010-ND 19.75 15.19 10.64 BA1-B0-34-620-121-D
30 432-1011-ND 21.64 16.64 11.65 BA1-B0-34-630-221-D
10 432-1012-ND 31.02 27.15 23.27 BA2-B0-34-610-121-D
15 432-1013-ND 31.02 27.15 23.27 BA2-B0-34-615-121-D
20 432-1014-ND 31.02 27.15 23.27 BA2-B0-34-620-121-D
30 432-1015-ND 33.34 29.18 25.01 BA2-B0-34-630-221-D
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DIN Rail
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Breakers 13

73

93

Single Pole 

Features:  • UL 1077 Approved  • Din Rail Mounted  • Compact 13mm width
• Hydraulic-Magnetic technology
Technical Data: • Maximum Voltage: 277/480 50/60 Hz  • Interrupting Cap:
5000A @ 120V, 1000A @ 277V, 1000A @ 480V  • Dielectric Strength: 1960V
50/60 Hz  • Insulation Resistance: 100 MΩ • Operating Temperature Range: -
40°C ~ 60°C

Cur- No. American
rent of Digi-Key Price Each Electrical

(Amps) Poles Part No. 1 10 50 100 Part No.

1 1 288-1204-ND 12.09 10.88 9.67 8.47 C1A1P
2 1 288-1205-ND 12.09 10.88 9.67 8.47 C2A1P
5 1 288-1206-ND 12.09 10.88 9.67 8.47 C5A1P
10 1 288-1207-ND 12.09 10.88 9.67 8.47 C10A1P
15 1 288-1208-ND 12.09 10.88 9.67 8.47 C15A1P
20 1 288-1209-ND 12.09 10.88 9.67 8.47 C20A1P
25 1 288-1210-ND 12.09 10.88 9.67 8.47 C25A1P
30 1 288-1211-ND 12.09 10.88 9.67 8.47 C30A1P
40 1 288-1212-ND 12.09 10.88 9.67 8.47 C40A1P
50 1 288-1213-ND 12.09 10.88 9.67 8.47 C50A1P

1 2 288-1214-ND 24.17 21.76 19.34 16.93 C1A2P
2 2 288-1215-ND 24.17 21.76 19.34 16.93 C2A2P
5 2 288-1216-ND 24.17 21.76 19.34 16.93 C5A2P
10 2 288-1217-ND 24.17 21.76 19.34 16.93 C10A2P
15 2 288-1218-ND 24.17 21.76 19.34 16.93 C15A2P
20 2 288-1219-ND 24.17 21.76 19.34 16.93 C20A2P
25 2 288-1220-ND 24.17 21.76 19.34 16.93 C25A2P
30 2 288-1221-ND 24.17 21.76 19.34 16.93 C30A2P
40 2 288-1222-ND 24.17 21.76 19.34 16.93 C40A2P
50 2 288-1223-ND 24.17 21.76 19.34 16.93 C50A2P

1 3 288-1224-ND 36.26 32.64 29.01 25.39 C1A3P
2 3 288-1225-ND 36.26 32.64 29.01 25.39 C2A3P
5 3 288-1226-ND 36.26 32.64 29.01 25.39 C5A3P
10 3 288-1227-ND 36.26 32.64 29.01 25.39 C10A3P
15 3 288-1228-ND 36.26 32.64 29.01 25.39 C15A3P
20 3 288-1229-ND 36.26 32.64 29.01 25.39 C20A3P
25 3 288-1230-ND 36.26 32.64 29.01 25.39 C25A3P
30 3 288-1231-ND 36.26 32.64 29.01 25.39 C30A3P
40 3 288-1232-ND 36.26 32.64 29.01 25.39 C40A3P
50 3 288-1233-ND 36.26 32.64 29.01 25.39 C50A3P
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Rating: 125-250VAC, 50VDC 
Interrupting Capacity: 1000 amps
Insulation Resistance: 100M Ω
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