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HP series
1 Load life of 5,000 hours application of 

   ripple current at +105BC.

1 105BC 5,000

Temperature Coefficient

PERMISSIBLE RIPPLE CURRENT

SPECIFICATIONS

Items   Characteristics      

220 ~ 1,000,000mF

Operating Temperature Range

20% (120Hz, 20BC)

-40 ~ +105BC (10~100V),  -25 ~ +105BC (160~450V)  

10 ~  450V

Leakage Current

Rated Capacitance Range

Capacitance Tolerance

Rated Voltage Range

5,000hours, (10~250V, 2,000hours), with application of working voltage at 105BC 

Capacitance Change Within 20% of Initial Value

tan d 300% or less of Initial Specified Value

Measurement Frequency: 120Hz.

Rated Voltage (V)

Z (-25BC) / Z (20BC)

Z (-40BC) / Z (20BC)

10~100

-

12

160~450

8

-

Measurement Frequency: 120Hz, Temperature: 20BC

tan d (Max)

1610 25 35 50 63 80 100 160~250 250~450

 35

 51

 64

 76

90

 100

100~120

100~140

120~190

120~190

150~190

220

0.45

0.60

0.80

1.20

2.00

2.00

0.65

0.90

1.20

2.00

2.40

2.00

0.40

0.50

0.70

0.90

1.50

1.50

0.30

0.40

0.50

0.70

1.00

1.00

0.25

0.25

0.35

0.55

0.75

0.75

0.25

0.25

0.30

0.50

0.60

0.60

0.20

0.20

0.25

0.35

0.40

0.40

0.12

0.15

0.20

0.30

0.30

0.30

0.15

0.15

0.20

0.20

0.25

0.25

0.20

0.20

0.20

0.20

0.20

0.20

f L
V

Dissipation Factor

 (tan d)

Low Temperature Stability

Impedance Ratio (Max)
 ( )

Load Life  

Leakage Current Initial Specified Value or less

Capacitance Change Within 20% of Initial Value

tan d 300% or less of Initial Specified Value

Leakage Current Initial Specified Value or less

JIS C 5141 and JIS C 5102Standards   

Shelf Life  

1,000hours, no voltage applied, at 105BC
After Test: UR to be applied for 30 minutes, 24 to 48hours before measurement.

After 5 minutes, application of rated voltage; leakage current is not than
I 3  CV  ( mA) or 5mA, whichever is smaller.

Frequency (Hz)

1K

1.15

1.15

1.35

10K

1.15

1.20

1.40

120

1.00

1.00

1.00

360

1.08

1.08

1.20

60

0.90

0.88

0.82

10 ~ 100

160 ~ 250

250 ~ 450

TEMP (BC)

Coefficient

60

1.80

70

1.60

85

1.35

105

1.00

Working Voltage (V)

www.DataSheet4U.com



Aluminum Electrolytic Capacitors

126

H
P

HP series

DIMENSIONS (mm)

D x L

Cap 
( mF )

WV(V)

Item

10 2516 35

D x L D x LD x LR.C. R.C. R.C.R.C.

35 x 100

35 x 120

35 x 100

35 x 140

35 x 120

64 x 140

76 x 150

90 x 150

90 x 190

35 x 100

35 x 100

35 x 120

35 x 100

35 x 120

35 x 140

64 x 140

76 x 150

90 x 150

90 x 190

35 x 80

35 x 100

51 x 80  

51 x 100

51 x 120

64 x 120

76 x 120

90 x 140

90 x 170

90 x 180

4.7

6.0

6.5

8.2

10.2

13.0

15.2

16.0

18.0

20.0

35 x 80

35 x 100

51 x 80

51 x 100

51 x 120

64 x 120

76 x 120

90 x 140

90 x 170

90 x 190

4.8

5.0

6.5

7.0

9.4

10.5

14.0

20.2

22.0

23.5

4.3

5.0

5.2

7.0

8.0

12.0

13.2

15.0

17.1

21.0

4.4

6.0

8.0

10.0

11.0

13.5

16.5

20.2

22.0

DxL (mm); R.C.: (A rms) at 105BC, 120Hz.

10000

15000

22000

33000

47000

68000

100000

150000

220000

330000

470000

680000

1000000

Cap 
( mF )

Leg 
shape

f D

3-Legs 2-Legs

f 51 f 64 f 76 f 90 f 100 f 51 f 64 f 76 f 90

DIMENSIONS OF MOUNTING BRACKET

W1

W2

T1

T2

S

32.5

38.5

7.5

12

5.0

60

20

155

44.5

49.2

7.0

14

5.0

60

30

24

38

43

8.0

14

5.0

60

25

20

50.8

57

7.0

16

5.0

60

35

20

56.3

62

8.0

16

5.0

60

36

30

33.2

40

6.0

14

4.5

30

25

15

40.5

46.5

6.0

14

4.5

30

35

20

46.5

53

6.0

14

4.5

30

35

20

53

59

6.0

14

4.5

30

35

20

mm

Bq 

H

h

DIMENSIONS OF TERMINAL PITCH(W) AND LENGTH(L)

f D

mm

STANDARD RATINGS

W

22.0

28.6

31.8

31.8

41.5

L

6

6

6

6

10

a

3

3

3

3

4

51

64

76

90

100

Screw terminal type for f51 and larger

D
+

2
M

a
x

Hexagonal
headed boltSleeve

w
A

1

eA1
L+a max

HA1

h

Bottom

A
3-leg brackets for f90 capacitors 
have different hote shapes from the 
ordinary ones as illustrated below.

4.5

6

p

Method to mount resin bushing 
Pressure relief vent

83.5 88.2

65.7
L+3 Max

Bottom plateSleeve
Resin
bushing

Hexagonal
headed bolt

Method to mount resin bushing (f76)

95.5

Hexagonal
headed bolt

Resin
bushinsleeve

Bottom
plate

102.5

65.7
L+3 Max

120B

63.5

57.5
f6

31.8A1

120
105

f4.5

31.8A1

T2
T1

S
A

W2A2

W1A2

120B

pressure 
relief vent

qB

pressure relief
vent

30B

W1A2

T1

T1
s

W2A2
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DxL (mm); R.C.: (A rms) at 105BC, 120Hz.

HP series
STANDARD RATINGS

D x L

Cap 
( mF )

Item

WV
(V) 350 450400

D x L D x LR.C. R.C. R.C.

35 x 100

35 x 120

51 x 100

51 x 120

51 x 120

51 x 140

64 x 120

35 x 100

35 x 100

51 x 100

51 x 100

51 x 120

51 x 140

2.0

2.4

4.0

6.2

8.2

10.6

35 x 100

35 x 100

35 x 120

51 x 100

51 x 100

51 x 140

64 x 120

1.2

2.0

3.0

4.0

6.2

9.0

11.2

1.4

2.0

3.0

4.0

6.5

9.0

11.4

220

330

470

680

1000

1500

2200

2700

3300

3900

4700

5600

6800

8200

10000

64 x 120 64 x 120 64 x 140
76 x 120

12.2 13.0 13.4
14.1

14.0 15.0 16.2
17.0

16.4 17.5
18.0

18.0

19.4
19.3

20.3
20.0 21.3

22.0 23.3 26.0
24.0

26.0 27.2
26.5 28.0

30.0
29.0 29.5

32.0

64 x 120 64 x 140 64 x 170
76 x 150

64 x 140 64 x 170
76 x 120

64 x 190

64 x 170
76 x 150

64 x 190
76 x 150 76 x 170

76 x 150 76 x 170

76 x 170 76 x 190
90 x 170

76 x 190
90 x 170

76 x 170
90 x 150 90 x 190

90 x 190

90 x 170

D x L

Cap 
( mF )

Item

WV
(V) 160 250200

D x L D x LR.C. R.C. R.C.

35 x 100

35 x 120

51 x 100

51 x 120

64 x 120

64 x 140

76 x 150

90 x 150

90 x 190

35 x 100

35 x 100

35 x 120

51 x 100

51 x 120

64 x 120

64 x 150

76 x 150

76 x 150

90 x 150

1.6

2.1

2.7

3.8

4.5

6.8

7.8

9.8

12.5

13.4

35 x 100

35 x 120

51 x 100

51 x 120

64 x 120

64 x 140

76 x 150

76 x 150

90 x 150

1.7

2.3

2.9

3.9

5.1

7.0

8.2

10.4

15.1

1.4

1.9

2.4

3.2

4.3

5.9

7.1

9.6

12.7

680

1000

1500

2200

3300

4700

6800

10000

15000

22000

33000

D x L

Cap 

( mF ) Item

WV
(V) 50 8063 100

D x L D x LD x LR.C. R.C. R.C.R.C.

35 x 100

35 x 120

51 x 100

51 x 120

64 x 120

76 x 120

76 x 150

90 x 150

90 x 190

100 x 220

35 x 100

35 x 100

35 x 120

51 x 100

51 x 120

64 x 120

76 x 120

76 x 150

90 x 150

90 x 190

100 x 220

35 x 100

35 x 120

51 x 100

51 x 140

64 x 120

64 x 140

76 x 150

90 x 150

90 x 190

100 x 220

4.5

5.2

6.0

7.5

9.5

12.5

16.5

19.5

21.5

24.0

35 x 120

35 x 100

51 x 120

51 x 120

64 x 140

76 x 150

90 x 150

90 x 190

100 x 220

4.5

5.5

6.5

9.0

11.0

13.2

17.3

20.5

23.2

2.0

3.0

3.4

5.0

6.2

7.4

9.5

12.3

16.5

18.0

20.2

3.1

3.4

5.0

6.0

8.0

9.5

13.0

16.5

18.2

21.2

2200

3300

4700

6800

10000

15000

22000

33000

47000

68000

100000

150000

220000

330000
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